
 

 

 
 
 
 
 
 

Waldringfield Parish Council 
Use of the Speed Indicator Device: RISK MANAGEMENT PLAN 

 
Positioning of The SID: Risk of traffic or pedestrians colliding with the SID 
The SID is only to be used on the poles approved by SCC Highways and at an approved height. As all the 
Waldringfield poles are above verges (rather than pavements or cycleways) this is with the lower edge 
of the SID between 0.9m-1.5m above the adjacent carriageway. 
 
Charging of the SID Batteries: Risk of the battery gassing through being overcharged 
Use only the three stage lead acid battery charger supplied with the kit. This should ensure that the 
charger switches to the safe constant float mode once the battery is fully charged. Charge in a well-
ventilated space. 
 
When mounting/dismounting the SID: the risk of collision by traffic. 
There should always be two people involved to help ensure safety with regard to other road users. High 
Vis waistcoats are provided by the Council and should be kept with the spare battery and charger. These 
should be worn when deploying the SID. As an additional precaution the operators can park their vehicle 
in the adjacent carriageway to afford themselves a measure of protection 
 
When mounting /dismounting SID and batteries: risk of injury through lifting heavy weights. 
Because of the weight involved and the proximity of the carriageway, there should always be two people 
involved in this task. Operators should adopt a safe lifting procedure, bending knees and keeping the 
weight close to the body. The battery should be removed from the unit before the SID is moved so as to 
split the weight into two loads (SID is 8kg without battery, battery is 4 kg). Because the brackets are 
mounted at the lower end of the specified range (at about 1.0 m or a little more above the carriageway) 
it should be possible to install and remove the SID without needing steps.  
 
Risk of scratching by the patent clip securing the SID bracket. Each time the SID is moved or the bracket 
is adjusted (e.g. to reverse the direction in which the SID is pointing), check that the protective flap 
covering the tongue of the clip is in position. 
 
Risk of theft of the SID: When deployed the SID should always be padlocked to the bracket. 
 

Location of SID poles: Mill Rd South West side 150 metres short of the Church. School Road opposite 
the garage. School Rd on the pole with the bend sign. Newbourne Rd on the pole with the 30mph 
repeater sign opposite the Baptist Church Hall.  
Contents of SID Support Bag:  Fabric cover for the SID, spare battery, battery charger (with instructions), 
Tamtorque patent strap driver (with instructions), data download abbreviated instructions, laminated 
copy of the Risk Management Plan, two high-vis waistcoats, combination code for padlock, notebook 
with SID record of deployment.  
Stored elsewhere: Data Collection User Guide. Data Software USB.                                                    
 

 
Approved May 2019: To be revised in the light of experience and reviewed annually. 


